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NOTES 

1. EXISTING CONCRETE PAVEMENT SHALL BE REMOVED. 

2. PRIOR TO PLACING CONCRETE, PAVEMENT EDGES SHALL BE TRIMMED TO NEAT 
HORIZONTAL AND VERTICAL LINES. 

3. UNLESS OTHERWISE SPECIFIED, CONCRETE TRENCH COVER SHALL BE A MINIMUM 
OF 5 1-2" FOR ALLEYS. 7" FOR LOCAL THROUGH FOUR LANE 
COLLECTOR STREETS AND 9" THICK FOR ALL MAJOR OR GREATER STREET 
CLASSIFICATIONS. 

4. ANY STREET TRENCH 7" IN WIDTH OR GREATER AND LONGER THAN 100' IN LENGTH 
SHALL BE RECONSTRUCTED WITH THE PAVEMENT SECTION FOR THE STREET 
CLASSIFICATION PER SCHEDULE " J" (SDG- 113) . STREET TRENCH SECTIONS 7' IN WIDTH 
OR GREATER BUT LESS THAN 100' IN OVERALL LENGTH SHALL BE RESURFACED TO A 
THICKNESS OF 1" GREATER THAN REQUIRED BY NOTE 3 ABOVE. 

* IN FOUR- LANE MAJOR OR GREATER STREETS, AN APPROVED SET ACCELERATING 
ADMIXTURE SUCH AS CALCIUM CHLORIDE, SHALL BE USED IN THE CONCRETE. 
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